












Turret Extensions
�Use to raise the height of the Solatube dome on a roof to avoid ��■

snow, water, or shading from roof obstructions. 

�Order additional Spectralight��■ ® Infinity tubing to accommodate 
turret height.

�Available in 2 in/50 mm,  4 in/100 mm, 12 in/300 mm,  ��■

24 in/600 mm, 36 in/900 mm  
and 48 in/1200 mm sizes.

Brighten Up® Series    Flashings Solatube® 290 DS 
Solatube® 160 DS Brighten Up® Series    Accessories Solatube® 290 DS 

Solatube® 160 DS

Leak Proof
DESIGN

For fast and easy installations, Solatube flashings are available for nearly all roof types and pitches.  

The flashings provide complete protection and create an attractive appearance on the roof. They’re 

fabricated as a single, seamless piece to ensure leak-proof performance. Pitched flashings provide  

the optimal position for the tube to capture daylight on sloped roofs. 

 Tile

Pitched or no pitch models 	��■

	 are available.

Use standard pitched or 	��■

	 standard no pitch flashings 	
	 as a base.

 Flat Tile

Universal Tile Curb Mounted

Available for Solatube��■ ® 	
	 290 DS

Standard Shingle

Shake/Slate

Metal*
*Order Metal Roof Kit.

Pitched

4:12 - 12:12

Flat

No Pitch

�Use on low pitched or flat ��■

roofs. Available in 4 in/100 
mm or 6 in/150 mm heights.

Use 6 in/150 mm for areas 	��■

	 prone to heavy snow load 	
	 and on commercial roofs.

0:12 - 3:12

2 in/50 mm Turret Extension  
installed on tile roof

Spectralight® In�nity  
Extension Tubes
Extension tubes can be added in increments of 16 in/400 mm 
or 24 in/600 mm for long runs without sacrificing performance. 
The secret is the unrivaled reflectivity of Spectralight® Infinity 
Tubing, making it possible to create up to 90 degree angles 
and long tube runs up to 30 ft/9 m. 

Flashing Insulator
This Flashing Insulator helps to 
reduce flashing condensation in 
cold climates when the flashing  
is exposed to a humid interior 
space. The insulator is affixed to 
the flashing base and the  
tube slips through the opening, 
which provides a seal between 
the interior and 
metal flashing. 

Shock Inner Dome
High Velocity Hurricane Zone areas such as South Florida 
require the Solatube Shock Inner Dome. This highly impact-
resistant inner dome can also be 
added to any installation for extra 
protection from extreme forces. 

Dome Edge Protection Band
This is required for fire rated roofs. 

0-90 Degree Extension Tube Extension Tube

Flashing Insulator
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Sustained Innovation
Solatube® Daylighting Systems are recognized for their ability to help design professionals achieve their 

LEED® and ENERGY STAR® accreditation goals. Adding natural daylight to every project has become 

critical to the success of many of the world’s greatest sustainable design achievements

The LEED rating system, developed by the U.S. Green Building Council (USGBC) in 2000, is an 

internationally recognized system for certifying design, construction, and operation of green buildings. 

Solatube Daylighting Systems offer an innovative way to incorporate green building practices by 

significantly contributing to a project’s ability to achieve LEED certifications. In fact, Solatube products 

can contribute to the achievement of LEED milestones across all LEED rating systems.
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LEED® Credit

Sustainable Sites

SS Credit 8.1
Light Pollution Reduction

1 1 1 1 1 1 1

Energy and Atmosphere

EA Prerequisite 1
Minimum Energy Performance

Prereq Prereq Prereq Prereq Prereq Prereq Prereq Prereq

EA Credit 1
Optimize Energy Performance

1 - 19 3 - 21 1 - 19 1 - 18 2 - 34 1 - 10 1 - 10

EA Credit 4 
Windows

1 - 3

Materials and Resources

MR Credit 5
Regional Content

1 1

Indoor Environmental Quality

IEQ Credit 6.1 / 6
Controllability of  
Systems - Lighting

1 1 1 1 1 1

IEQ Credit 8.1
Daylight & Views: Daylight

1 1 1 - 2 1 - 2 1 1 - 2 1 - 3

Innovation in Design

ID Credit 1
Innovation in Design/ 
Exemplary Performance

1 - 5 1 - 5 1 - 4 1 - 5 1 - 4 1 - 4 1 - 3

ID Credit 3
School as a teaching tool

1

LEED® Rating Systems

NC 2009 CS 2009 S 2009 CI 2009 EBOM
2009 Homes Retail Pilot Healthcare

Pilot

Total LEED® prerequisites 
and credits Solatube® 
Products can contribute to

6 6 7 6 5 4 7 6

Total associated range
of points available 5 - 27 7 - 29 5 - 26 5 - 10 4 - 24 4 - 38 6 - 19 5 - 18

4 levels of LEED® certification: Certified = 40-49 Points, Silver = 50-59 Points, Gold = 60-79 Points, Platinum = 80 Points & Above

LEED® Contribution Matrix
For a complete Solatube® Daylighting System 
LEED® Impact Analysis visit www.solatube.com/LEED
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Technical Resources
Visit www.solatube.com/technicalresources and get the tools you 
need to specify Solatube® Products into your next project:

n	 Building Information Models (BIM)
n	 CAD Drawings
n	 Product Cut Sheets
n	 Architectural Specifications
n	 Photometric IES
n	 Spacing Criteria
n	 Cut Sheets
n	 Installation Instructions
n	 Case Studies
n	 Daylighting Facts and Figures

To find a Solatube® Daylighting Expert in your area visit 
www.solatube.com or call (888) SOLATUBE.

Codes and Approvals*
Rest assured that the Solatube Daylighting System can be used in 
your project without hassles. Solatube Daylighting Systems have been 
approved by all major building product approval entities:

n	 A440-05 (AAMA/WDMA/CSA)
n	 ICC 
n	 Florida Building Code/High Velocity Hurricane Zone
n	 City of Los Angeles 
n	 Texas Department of Insurance
n	 Energy Star®/NFRC

* Certification varies by product model and configuration.

Leak Proof
DESIGN




